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Technical Data Terminal Box

PA)J

GROUP

Output

Analogue output See the specifications for sensor’s analogue output
Input

Supply nominal voltage 24V DC + 10%

Max. residual voltage ripple 10%

Maximum Load current 20 mA + output load current

Max. Power input <0,6 VA

Relays

Contact arrangement

2 x Normally Closed (NC)

Rated voltage 250 VAC
Max. switching voltage 400VAC
Rated current 2A
Breaking capacity max. 1250VA
Enclosure

Weight 510 grams

Connection to sensor (mechanical)

2 x PG9 connectors (male + female) or gland PG *

Connection (mechanical)

2 x gland PG **

Enclosure material Aluminum
Protective type IP66
Warranty 2 years

* user defined gland size (PG9, PG11 or PG13,5)

** user defined gland size (PG9, PG11, PG13,5 or PG16)
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Technical Data Terminal Display Box

Output

Analogue output

See the specifications for sensor’s analogue output

Input

Supply nominal voltage

24V DC +10%

Max. residual voltage ripple

10%

Maximum Load current

45 mA + output load current

Max. Power input

<1,3VA

Relays

Contact arrangement

2 x Normally Closed (NC)

Rated voltage 250 VAC
Max. switching voltage 400VAC
Rated current 2A
Breaking capacity max. 1250VA
Display version - a,, (water activity from 0,03 to 1,00)
Accuracy (0,05-0,95 ay) +0,03 a,
Resolution <0,004 ay
Display version - PPM (H,0)

Accuracy (0,05-0,95 a,,) 30%
Resolution 1 PPM
Enclosure

Weight 570 grams

Connection to sensor (mechanical)

2 x PG9 connectors (male + female) or gland PG *

Connection (mechanical)

2 x gland PG **

Enclosure material Aluminum
Protective type IP66
Warranty 2 years

* user defined gland size (PG9, PG11 or PG13,5)

** user defined gland size (PG9, PG11, PG13,5 or PG16)
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Technical Data Terminal Box Alarm

Output

Analogue output

See the specifications for sensor’s analogue output

Input

Supply nominal voltage

24V DC £ 10%

Max. residual voltage ripple

10%

Maximum Load current

33 mA + output load current

Max. Power input <1,0 VA

Relays

Contact arrangement 2 x Normally Closed (NC)
Rated voltage 250 VAC

Max. switching voltage 400VAC

Rated current 2A

Breaking capacity max. 1250VA

Buzzer

Oscillation frequency

3000+500 Hz

Sound pressure level

85db by open housing

Tone pulsed
Button with LED

Blink frequency 2 Hz
Color RED
Enclosure

Weight 530 grams

Connection to sensor (mechanical)

2 x PG9 connectors (male + female) or gland PG *

Connection (mechanical)

2 x gland PG **

Enclosure material Aluminum
Protective type IP66
Warranty 2 years

* user defined gland size (PG9, PG11 or PG13,5)

** user defined gland size (PG9, PG11, PG13,5 or PG16)
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Technical Data Terminal Box Alarm Buzzer

Output

Analogue output

See the specifications for sensor’s analogue output

Input

Supply nominal voltage

24V DC £10%

Max. residual voltage ripple

10%

Maximum Load current

58 mA + output load current

Max. Power input

<1,7VA

Relays

Contact arrangement

2 x Normally Closed (NC)

Rated voltage 250 VAC
Max. switching voltage 400VAC
Rated current 2A
Breaking capacity max. 1250VA
Display version - a,, (water activity from 0,03 to 1,00)
Accuracy (0,05-0,95 ay,) +0,03 ay
Resolution <0,004 a,
Display version- PPM (H,0)

Accuracy (0,05-0,95 a,) 30%
Resolution 1 PPM
Buzzer

Oscillation frequency

3000+500 Hz

Sound pressure level

85db by open housing

Tone pulsed
Button with LED

Blink frequency 2Hz
Color RED
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Enclosure

Weight

650 grams

Connection to sensor (mechanical)

2 x PG9 connectors (male + female) or gland PG *

Connection (mechanical)

2 x gland PG **

Enclosure material Aluminum
Protective type IP66
Warranty 2 years

* user defined gland size (PG9, PG11 or PG13,5)

** user defined gland size (PG9, PG11, PG13,5 or PG16)
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